______________________________________________________________
NARROW WRAPPED V-BELTS DIN

\»</,» SPC SECTION

External External External External External External External
Code length Code length Code length Code length Code length Code length Code length
LA (mm) LA (mm) LA (mm) LA (mm) LA (mm) LA (mm) LA (mm)

SPC 2000 2030 SPC 2650 2680 SPC 3550 3580 SPC 4500 4530 SPC 6000 6030 SPC 8000 8030 SPC 10600 10630
SPC 2120 2150 SPC 2800 2830 SPC 3750 3780 SPC 4750 4780 SPC 6300 6330 SPC 8500 8530 SPC 11200 11230
SPC 2240 2270 SPC 3000 3030 SPC 4000 4030 SPC 5000 5030 SPC 6700 6730 SPC 9000 9030 SPC 11800 11830
SPC 2360 2390 SPC 3150 3180 SPC 4250 4280 SPC 5300 5330 SPC 7100 7130 SPC 9500 9530  SPC 12000 12030
SPC 2500 2530 SPC 3350 3380 SPC 4400 4430 SPC 5600 5630 SPC 7500 7530 SPC 10000 10030 SPC 12500 12530

TABLE 4 - P, (kW) referred to d (mm) P, (kW) referred to i
RPM/@ | 224 | 236 | 250 | 280 | 315 | 355 | 400 | 450 | 500 | 560 | 600 |630 | | RPM/i [1,00:1,01|1,0261,05] ,06:4,11 | ,12:1,18] 1,19+1,26 | 1,2741,38 | 1,30:1,57 1584194 | 1.96:3.38  over 339
50 |08 [0% (102 [123 |146 173 [204 |237 [270 |309 [335 [355 50 (000 001 |002 [004 (005 |006 [007 008 |009 |009
100 155 | 171 189 |20 |274 |32 |38 |447 [510 |58 |63 |67 100 (000 002 [004 |007 |010 |012 [014 |0t6 018 |09
150 | 221 |244 271 (328 |39%4 [470 (554 | 646 |738 [847 919 |972 150 1000 |002 |006 |01 |015 |018 (022 024 |027 |028
200 |283 (313 |348 [423 [510 608 |718 |838 |957 |1099 | 1193 | 1262 200 000 |003 |009 |015 020 [025 |029 |03 035 [038
300 |401 (445 |496 (605 |73t |873 | 1031 |1205 | 1377 | 1580 | 17,14 | 1814 300 000 (005 |013 |02 031 [037 |043 |049 053 |056
400 |51 (568 |635 |77 [940 | 1125 | 1320 | 1553 | 17,74 | 2034 | 2204 | 2331 400 000 |006 |07 |030 |041 [049 |08 |065 071 |075
600 |75 (798 |894 [1097 [1331 |1593 | 1882 |2195 | 2501 | 2855 | 3084 | 3252 600 000 (009 |02 |045 (061 (074 |08 098 [106 |113
700 | 810 |904 | 1014 | 1247 | 1513 [1810 | 2137 | 2489 | 2828 | 3219 | 3469 | 3651 700 [000 011 |030 |05 |07 |08 |101 [1,14 124 |131
750 (855 | 956 |1072 | 1319 | 1601 [ 1915 | 2259 [2628 | 2983 | 3389 |3646 | 3832 750 (000 012 |03 [056 (076 |092 |108 (122 133 |141
900 |986 [1103 | 1239 | 1525 1850 | 2211 | 2601 | 3014 | 3405 | 3841 | 4110 | 4301 900 |000 |014 |039 |067 092 |11 [130 |146 159 [1,69
1.000 | 1067 1195 | 1343 [ 1653 2005 (2392 |2808 | 3243 |3648 |4091 |4350"|4543'| | 1.000 000 |016 |043 [075 102 |123 [144 (163 |17 | 188
1400 | 1347 | 1512 [1700 | 2091 | 253 | 2980 | 3447 Q8 1400 (000 |02 |060 105 [142 173 |202 |228 |248 | 263
1500 | 1405 | 1577 [ 17,74 | 2180 | 2624 | 3089 | 3553 1500 (000 |024 |064 112 [153 |18 [217 |244 |266 | 281
1700 | 1505 | 1691 | 1901 | 2330 | 2788 | 3253 1700 [000 [027 073 |127 [173 |20 |246 |276 [301 |319
1.800 | 1548 | 17,38 | 1954 | 2390 | 2851 1800 (000 |028 |077 135 [183 |22 [260 (293 (319 |338
2000 | 16,15 | 18,14 | 2037 | 2480 2000 [000 |031 |08 |[149 |203 |247 (289 (325 |354 |375
2500 | 1674 | 1877 | 20,96° 2500 |000 |039 [1,07 187 |25 [308 |361 [406 |443 |469

* Belt speed is greater than 30 m/s then is necessary to use dynamically balanced pulleys. A reduction in belt life can be expected. Suggested a smaller section.
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______________________________________________________________
NARROW WRAPPED V-BELTS DIN

» - Oleostatic Gold
\r</.. SPC SECTION
External External External External External External
Code length Code length Code length Code length Code length Code length
LA (mm) LA (mm) LA (mm) LA (mm) LA (mm) LA (mm)

SPC 2000 2030 SPC2800 2830 SPC4000 4030 SPC 5300 5330 SPC 7500 7530 SPC 10600 10630
SPC2120 2150 SPC 3000 3030 SPC4250 4280 SPC 5600 5630 SPC 8000 8030 SPC 11200 11230
SPC 2240 2270 SPC3150 3180 SPC4400 4430  SPC 6000 6030 SPC 8500 8530 SPC 11800 11830
SPC 2360 2390 SPC3350 3380 SPC4500 4530 SPC 6300 6330 SPC 9000 9030 SPC 12000 12030
SPC 2500 2530 SPC 3550 3580  SPC 4750 4780 SPC 6700 6730 SPC 9500 9530  SPC 12500 12530
SPC 2650 2680 SPC3750 3780  SPC 5000 5030 SPC 7100 7130 SPC 10000 10030

TABLE 4 - P, (kW) referred to d (mm) P, (kW) referred to i

RPM/@ | 224 | 236 | 250 | 280 | 315 | 355 | 400 | 450 | 500 | 560 | 600 |630 | | RPM/i [1,00:4,01|1,0261,05 | 1,06:4,11 1,12:1,18 1,19+1,26  ,2741,38 | 1,30:1,57 15841,94  1.96:3.38  over 339
50 (121 [134 148 [179 |215 [256 [301 [352 [401 |46t |501 [530 50 (000 (001 [003 [005 (006 [008 [009 |00 |01 |012
100 |226 |250 |277 |37 |406 |48 [572 |669 |764 |879 |955 | 10,11 100 (000 |002 [005 |009 013 |015 |08 [020 |02 [023
150 (323 |359 |399 [487 |58 |702 (831 (972 |1112 | 1279 | 1389 |1472 150 (000 |003 |008 (014 (019 [023 [027 (030 |033 |035
200 | 417 |483 |517 |631 |763 (913 | 1081 | 1265 | 1448 | 1666 | 1810 | 19,17 200 (000 [004 |11 [019 |025 [031 |03 |041 |044 |047
300 |594 |66 |740 |907 | 1100 (1319 | 1562 | 1830 | 2094 | 2408 | 2615 | 27,69 300 (000 (006 (016 |028 (038 (046 |054 |06 |066 |0,70
400 |762 (850 [983 [1170 1422 | 1708 | 2021 | 2367 | 27,08 | 3109 | 3373 | 3569 400 000 |008 |021 |037 (051 (062 |072 |08 |088 |094
600 | 1075 | 1203 | 1351 | 1664 | 2005 (2430 | 2877 | 3362 | 3834 | 4383 | 4737 | 49,7 600 (000 (012 |03 [056 (076 (092 [108 [122 |133 [1,40
700 | 1222 | 1368 | 1537 | 1896 | 2308 2768 | 3273 | 3817 | 4343 | 4947 |5333 | 56,13 700 000 |04 |037 |085 |089 (108 |126 |142 |155 |1,64
750 |12.92 | 1448 16,28 | 20,08 | 2444 | 2930 | 3462 [ 4033 | 4582 | 5200 |5606 | 5892 750 (000 |015 |040 (070 (095 [115 [135 (152 |166 |176
900 | 1495 | 1677 | 1886 | 2329 | 2832 3390 |3094 | 4632 | 5234 | 5904 | 6317 | 66,08 900 (000 [018 |048 |08 |114 [139 |162 |188 |199 |21
1.000 | 1622 | 1820 | 2049 | 2529 | 3074 | 3673 | 4315 | 4986 |5609 |6287 | 6693'|6972'| | 1.000 |000 |020 [054 (093 [127 [154 |180 203 |221 [234
1400 | 2060 | 2316 | 2607 | 32,12 | 3877 | 4581 | 5295 66,40 1400 (000 |028 |075 |131 [178 |215 |25 |284 (309 |328
1500 | 2152 | 24,18 27,23 [ 3349 | 4033 | 4746 | 5453 1500 (000 029 |080 140 [191 |231 [270 |304 (332 |35
1700 | 2310 | 2596 | 2921 | 3581 | 4284 | 9t 1700 (000 |033 |091 [159 (216 |262 |306 |345 (376 |398
1800 | 2376 | 26,70 | 3003 | 3673 | 4377 1800 (000 |03 |09 (168 (229 |277 |32 |365 [398 | 421
2000 | 2481 | 27,87 | 3130 | 3807 2000 000 |03 |107 [1,87 |254 |308 |361 [406 |442 | 468
2500 | 2568 | 2876" | 32,08" 2500 |000 |049 [134 [233 [318 |38 |451 |507 |55 |585

* Belt speed is greater than 30 m/s then is necessary to use dynamically balanced pulleys. A reduction in belt life can be expected. Suggested a smaller section.
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